a Model:
WIS-DSTP-7

WIS-POE48-Outdoor

Outdoor Double Shielded Twist Pair Ethernet Cable

Model:WIS-DSTP-7e
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Outdoor Double Shielded Ethernet Cable

Overview

Jacket
Cross Filler
Conductor
Insulation
Rip Cord
Shielding
Braiding
Separation

Drain Wire

Cable Wiring Specification T568B
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RJ45 Pin Number Wire Color Signal Description
===
| 0 Copper Drain Wire
1 White/Orange BI_DA +
2 Orange BI_DA -
3 White/Green BI_DB +
4 Blue BI_DC+
0123456738

5 White/Blue BI_DC -
6 Green BI_DB -
\\ (/ 7 White/Brown BI_DD +
8 Brown BI_DD -
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Outdoor Double Shielded Ethernet Cable

-—.l 110-240VAC, 50/60Hz, 0.5A

Specifications
DSTP-7e
Cable CATSe, Shielded
Ethernet Support Up to 10Gbps

Conductor Wire Gauge

24 AWG

Conductor

Solid Bare Copper

Conductor Diameter

0.600 + 0.005 mm

Insulation Type

Solid PE

Insulation Thickness

AVG: 0.2mm, MIN: 0.18mm

Insulation Diameter

0.91+£0.01 mm

Separation (Polyester Wrapping)

Thick: 0.036 mm, Extent: 18 mm

Anti-Crosstalk Divider

LDPE: 4.0¥0.3 mm

Cable Shield (Aluminum Foil)

Thick: 0.15mm, Extent:18mm

ESD Drain Wire

0.500 £0.005 TC

Rip Cord

Yes

Secondary Cable Shield (Braid)

16*8*0.15AA Density: 95%

Jacket Material

PE

Jacket Thickness

AVG: 0.64 mm, MIN: 0.62 mm

Jacket Outer Diameter

7.0+£0.3mm

Jacket Color

Black

Reference Standard

ISO/IEC 11801, TIA/EIA568B.2
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